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"“PLANETOR” MAGIC FEED BIT 
Reference Chart 


IRON PIPE, OR RIGID CONDUIT SIZE: 


ii” 
3/4’ 
a 
|-1/4”’ 
fet4 zr 


4’’ 


Ss @ #8 © «ie @ @ @ @ OO & 


PLASTIC & IRON PLANETOR 
PIPE SIZE BIT-NORMAL 
iio wrrrre Cera |-|/8”’ 
of Sa ee, re [-1/4”’ 
Be oes oes ane ace pce |-1/2”’ 
=| MAE ORD Gs co wees | -3/4”’ 
kel f2 = tyne wi wa 4 wR 2-1/8” 
a ee ee 2-9/16”’ 
1s a eee T 3-1/4” 
aS  #8senas VRS ds 3-3/4’ 
a ll eh a 4-|/4”’ 
,, iturin .5 prapewpenarts aire 4-3/4” 


COPPER TUBING, OR THIN WALL CONDUIT: 


COPPER OR CONDUIT SIZE BIT SIZE 


3/4, 

15/16” 
| -3/8”’ 
|-5/8” 
|-7/8"’ 
2-3/8” 
2-3/4”’ 





YOUR P 
SOIL PIPE 

rire SIZE Bll SIZ 
2 ROR. cae Os 2-3/4’ 
Ae thd gauntes, 5 ww a Go 3-3/4”’ 
A VRON 6 wc RR 4-3/4” 
2° AUBLESS oa wwe 2-5/8”’ 
Cg S| 2 a 3-5/8”’ 
4eGHUBLESS Years Al. 4-3/4” 

ELECTRICAL OUTLET BOXES (popular sizes): 

BOX SIZE BITSIZE 
3-|/4’’ (round or pancake) 3-|/2” 
3-174 (octagon) ©... .- 3-1/2” 
4” (oétagon) (so. a eS 4-|/4”’ 


SKIP CHIP BIT 
Controls the width of the chip. Requires 
less power. Will bore straighter. Will 
bore deeper with less chip clearing. 


F Series Bits and larger sizes are Skip 
Chip configuration. Any size under 3’’ 
can be Skip Chipped at extra cost. 





Its almost fun to Bore 


Need other sizes? 


uth Planetor 


We’ve got them 
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m:. j“PLANETOR” MAGIC FEED BITS 
For Portable Use 





YOUR 


JP Series 
Overall Length 5'2”’ GA AAA 





With Replaceable Pilot 





FOR PORTABLE USE 









JPL Series =—@ 


FS a J SERIES BITS 
Complete with Chip Ejector Overall Length 12’’ 


JP JPL JPXL 

11/16” 11/16" i716” 

3/4” 3/4" 3/4" 
JPXL Series Complete with Chip Ejector 13/16” 13/16" 13/16" 


7/8”" 173"* 7/8’ 
157 16*° 15/ 16”" (57 16°" 


Skip Chip A 









BP Series 


With Replaceable Pilot 





pa cnn eee 


BP Shank | 





BP BITS BP SHANKS BP CHIP 
\” 3-1/2" EJECTORS 
l- 1/16" 5-1/2" 
DAA l- 178" (2 
|- 3/16" ig” 
l- 1/4’ Longer on 
Skip Chip Available at Additional Cost (See Price Sheet) 1-5/ 16" Snecial 


l- 3 /8”’ 
l- 7/ 16”’ 


Order 





AP Series 


et eee, ee 






With Replaceable Pilot 


AP Shank 
AP BITS AP SHANKS 


1-1/2 2-1/4" 3-1/2"° 
1-9/16"" 2-5/16"’ 3-1/2" 
1-5/8" 2-3/8” a"? 
l-1 1/16" 2-7/16"" 187” 

|- 3/4" 21/2" 
l-13/16"" 2-9/16" 
|-7/8" 2-5/8" 
l-15/16” 2-11/16"" 
i 2-3/4" 








Skip Chip Available at Additional Cost 








Longer on 
Special 
Order 






SKIP CHIP BIT 
Controls the width of the chip. 


SELF FEED SCREW PILOTS Requires less power. Will bore 









2- 1/16" 2- 13/16’ 

JP BP AP FP straighter. Will bare deeper 2-1/8" 2-7/8 
; with less chip clearing. 2. 3716" 5 4 

(See Price Sheet) (Refer to Price Sheet for cost) - 3/16 ~ 157/16 
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"“PLANETOR” MAGIC FEED BITS 
For Portable Use 





All Bits 3’’ or Larger Skip Chip Standard at No Additional Cost 


FP SHANKS 

3- 1/2’ 
S142"" 
iz 

i8’’ 

With Replaceable Pilot Longer on 

Special 
Order 


FP Series 
FP Shank 








Skip Chip 
FP SERIES BITS 
3” 3- 9/16" 4- 1/16"" 4- 9/16" 
3- 1/16" 3-5/8" 4- |/8”’ 4-5/8’’ 
3- 1/8’’ 31 1/16"* | 4=3716"" 4-11/16"" 
3- 3/16”’ 3- 3/4’’ 4- 1/4"’ 4- 3/4’’ 
3- |/4’" 3-13/16"" | 45716" 4- 13/16°" 
3=5/16"" | - 3-7/8" 4- 3/8"° 4- 7/8’’ 
3- 3/8”’ 3+15/16""}, 47/16" 4-15/16"’ 
3-7/16""}| 4° 4 |/2" 5’” 
3-1/2’’ 





Dy. 
Bits over 5’’ 


Require RP Series Shanks 





LARGER SIZES ON Ar Spas 
SPECIAL ORDER 


Write for price and delivery 





jJ Series Shank Extensions Used with JP Series 


Shanks Only 


J Series Only 5-10" 
7 ag 





B, A, F & R Shank Extensions Used with AP, BP 


and FP Shanks Only 
5-1/2” 
}2°° 
18°’ 


Fit all 1/2’’ Round Shanks of any manufacture 


Longer on 
Special 
Order 





Shank Extension Coupling 
For |/2’’ Round Stock 




















‘i ; 

i ! 
' + SHANK EXT. 2 
/ rh 
‘ [a 
t ' 


4 


New ewe ee = = amen ewe ew ew ew ee ee eee ee eee ee ee ed 


Prce & } P.O. Box 30 - Hayward, Calif. 94543 3 


RIGHT 





YOUR 


J 
SA" 





JXL B 
5" 


18°’ 12°" 18°" 






Mounting 
instructions 

for 

PLANETOR 
CHIP EJECTORS 





Position your Plane- 
tor Chip Ejector so 
bottom end is aligned, 
as shown in illustra- 
tion, then tighten 
BOTH set screws 
securely. 





. “PLANETOR” BITS make the finest 
2 deep hole bits ever! 














Part of the reason for free cutting is 
that the Chip Ejector does not rub the 
side of the hole. Besides, nothing cuts 
like Planetor Bits. Try them yourself. 





Series JP, JPL and JPXL Chip 
Ejectors fit J Series Planetor 
Bit Sizes 11/16’’ - 15/16”’ 


Series BP Chip Ejectors fit 
Planetor BP Series Bit Sizes 
l’’ to l- 7/16’ x 1/16”’ 


CHIP EJECTORS WILL WORK 
ON PLANETOR MAGIC FEED 
OR CHIP FLOW MACHINE BITS 
ON J & B SERIES ONLY 








CTS-| 
CTS-2 
CTS-3 
CTS-4 


MASTER COPPER TUBE BORING SET 


EVERYTHING YOU NEED BUT POWER! contains all cutting tools necessary 
to install 1/2’’ - 3/4”’ - 


|"? - 1-1/4’’ - |-1/2’’ - 2”” and 3”’ copper tubing 


Complete 

Less Grips Rite Angle 

Less Handy Angle Supreme Saw 
Bits and Case only 


less power. 
bore deeper with less chip clearing. 











RICE & 


Skip Chip Bit Available at Extra Cost 
on J, B and A Series 


Controls the width of the chip. Requires 
Will bore straighter. Will 





SET CONTAINS: 
Sturdy Carrying Case 
3/4’’ JP Planetor Bit 
with Chip Ejector 
| 15/716’? JP Planetor Bit 
with Chip Ejector 
| 1-3/8’ BP Planetor Bit 
with 3-1/2’? Planetor Shank 
| |-5/8’’ AP Planetor Bit 
with 3-1/2’? Planetor Shank 
| |-7/8°? AP Planetor Bit 
with 3-1/2’ Planetor Shank 
| 2-3/8’’ AP Planetor Bit 
with 3-1/2’ Planetor Shank 
| 3-3/8’? FP Planetor Bit 
with 3- 1/2’? Planetor Shank 
| 51/2’? JP Shank Extension 
| 12’’ JP Shank Extension 
| 5-1/2’? Shank Extension 
| 12’’ Shank Extension 
| Extra JP Screw Pilot 
| 
| 
| 
| 


Extra BP Screw Pilot 

Extra AP Screw Pilot 

Extra FP Screw Pilot 

Grips-Rite Angle Head 
complete with Chuck 

| Handy Angle Supreme|Saw 

with I6 Blades - All Sizes 
and Tooth Styles, Tube 
Lubricant and necessary 
Allen Wrenches 


UTZEBECK P.O. Box 30 - Hayward, Calif. 94543 


MASTER FITTERS’ BORING SET 


SET CONTAINS 
|-1/8’’ Bit (2? |. P. size) with 3/’’ Shank 
1-1/4’’ Bit (34”’ |. P. size) with 3’’ Shank 
l-1/2’’ Bit (I? 





MASTER TIGHT SPOT BORING SET 





YOUR 


|. P. size) with 3’’ Shank 


|-3/4’’ Bit (1'4’’ |. P. size) with 32’ Shank 
2-1/8’’ Bit (1Y%’’ |. P. size) with 3’’ Shank 


2-9/16’’ Bit 


SKIP CHIP BIT 
Controls the width of the chip. 
Requires less power. 


straighter. Will 


with less chip clearing. 
(Refer to Price Sheet for cost) 





(2’’ |. P. size) with 3/2’’ Shank 
5-|/2’’ Shank Extension 
|2’’ Shank Extension 
Plus Spare Pilots and Setscrew Keys 
AVAILABLE 


Complete with Metal Box 
Less Metal Box 
Metal Box only 

(See Price List) 


Will bore 
bore deeper 


Skip Chip Bit Available at Extra Cost 
on J, B and A Series 








‘‘PLANETOR’’ MAGIC FEED BITS AND SHANKS 
AND ‘‘GRIPS RITE’’ ANGLE HEAD 





ALL METAL BOXES are of rugged construction, made 
of 20 gauge steel and have oven baked finishes for 
greater durability. 

Boxes for Master Tight Spot Boring Set, Master Fitters’ 
Boring Set and Copper Tube Boring Set have Black 
Crinkle finish. 

All boxes contain tool and maintenance instructions 


under lid of box. 


RICE & 


With 


This Set You Can Work in a 10-Inch Opening 


SET CONTAINS 
[-|/8”’ Bit (4’’ |. P. size) with 3'4”’ Shank 


|-1/4”’ Bit (4”’ |. P. size) with 3%’’ Shank 
l-1/2’’ Bit (I1’?’ 1. P. size) with 3’’ Shank 
1-3/4’ Bit (14’’ |. P. size) with 3'’’ Shank 
2-1/8’ Bit (1”’’ |. P. size) with 3%’’ Shank 


2-9/16’’ Bit (2’’ |. P. size) with 3%’’ Shank 
5-1/2’’ Shank Extension and Coupling 


|2’’ Shank Extension and Coupling 
“Grips Rite’’ Angle Head and Chuck 


Plus Spare Pilots, Chuck Key and Setscrew Keys 
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AVAILABLE 
Complete with Metal Box 
Less Metal Box 


Metal Box only = (See Price List) 


Skip Chip Bit Available at Extra Cost 
on J, B and A Series 


Controls the width of the chip. Requires 


less power. Will bore straighter. Will 
bore deeper with less chip clearing. 





KIT 


THE HARDER YOU PULL 
THE TIGHTER IT GRIPS 








a) 
YOUR 


NO. | CONTAINS: 

3/4’’ JP Planetor Bit with Chip Ejector 
15/16’? JP Planetor Bit with Chip Ejector 
3/4’? JPL Planetor Bit with Chip Ejector 
15/16’? JPL Planetor Bit with Chip Ejector 
1-1/8’? BP Planetor Bit with 34’? BP Shank 
|-|/4’? BP Planetor Bit with 3’? BP Shank 
1-1/2’? AP Planetor Bit with 32’’ AP Shank 
1-3/4’? AP Planetor Bit with 32’? AP Shank 
2-9/16’’ AP Planetor Bit with 34’? AP Shank 
3-3/8’’ FP Planetor Bit with 3’’ FP Shank 
12°’ | Series Shank Extension 

5-1 /2’’ Shank Extension 

12’? Shank Extension 


NO. 2 CONTAINS: 

3/4”? JP Planetor Bit with Chip Ejector 
15/16’? JP Planetor Bit with Chip Ejector 
3/4’? JPL Planetor Bit with Chip Ejector 
15/16’? JPL Planetor Bit with Chip Ejector 
1-1/8’? BP Planetor Bit with 34’? BP Shank 
|-|/4’? BP Planetor Bit with 3%’’ BP Shank 
1-1/2’? AP Planetor Bit with 3%’? AP Shank 
1-3/4’? AP Planetor Bit with 34%’? AP Shank 
2-9/16’’? AP Planetor Bit with 32’? AP Shank 
12’? | Series Shank Extension 

5-1 /2’’ Shank Extension 

12’? Shank Extension 


NO. 3 CONTAINS: 

3/4’? JP Planetor Bit with Chip Ejector 
15/16’? JP Planetor Bit with Chip Ejector 
3/4’? JPL Planetor Bit with Chip Ejector 
15/16’? JPL Planetor Bit with Chip Ejector 
1-1/8’? BP Planetor Bit with 342’? BP Shank 
|-|/4’? BP Planetor Bit with 3’? BP Shank 
12’? | Series Shank Extension 

5-|/2’’ Shank Extension 

12’? Shank Extension 


MASTER ELECTRICIAN’S 
BORING KIT 








Metal Box is of rugged construction, made of 20 gauge 
steel and oven baked finish for greater durability. 


Contains Tool and Maintenance Instructions under lid 
of box. 


Each Kit contains one extra Screw Pilot for each Series 
of Bits and Allen Wrenches for removing Screw Pilots 
and Chip Ejectors. 


BIT SIZES INTERCHANGEABLE — 
PRICE ADJUSTED ACCORDINGLY 


Each Kit Available: 
Complete with Metal Box 
Less Metal Box 
Metal Box Only (See Price List) 





DANIELSON SUPER GRIPPER 


For pulling Round or Flat Fish Tapes 






Will not damage fish tapes 
Will not slip 
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DANIELSON DRILL EXTENSION 


DESIGNED TO BORE HOLES IN HARD-TO-GET-AT PLACES 





: ‘ # 
Increase operator control and safety! The new Danielson Drill Extension fits any YOUR 
Y,"’ drill...enables a 5’ tall man to stand on the floor while boring 8’ ceiling joists! 





2) 60° with 
Torque Bar 


2) 48°’ with 
Torque Bar 








ELIMINATES STRAINING, 
SQUATTING OR 
CLIMBING LADDERS! 






3) 24°’ with 


THE OPERATOR WORKS ere 


IN COMPLETE SAFETY 
AND COMFORT! 





No. Length 
3] 24”° 
2J 48”’ 
2] 60°’ 


Repair Kit for 24’’ 
Repair Kit for 48°’ 
Repair Kit for 60’’ 
TB-| Torque Bar 
(See Price Sheet) 


Prices include ’2’’ Geared 
Chuck and Torque Bar 





PLANETOR SERIES JP BIT 
A new experience in effortless boring 





Sizes 
11/16 13/4 
13/16 | 7/8 


FEATURES REPLACEABLE PILOT 
MAGIC FEED CHIP EJECTOR 
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THE CADILLAC LINE 
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#00! Carpenter’s Nail Apron 
The ‘‘Cadillac’’ of Nail Aprons 
Stitched with 33# 


Made from fine quality 5-5/% oz. tanned cowhide. 
test nylon thread. Larger pockets. All points of strain reinforced 


and double rivetted. 


#002 Electrician’s Tool Pouch 
Material - 5-5’ oz. tanned cowhide. Sewn 


with 23# nylon thread. 

Special Feature - D-Ring and Hook on in- 
side of pouch. Keeps pouch from opening 
too much if not desired. 

All points of strain reinforced and double 


rivetted. 





#011 Carpenter’s Nail Apron (‘‘Amandus’’) 


Low cost. Nylon re- 


Material - Split leather of fairly stiff quality. 
Excellent quality considering low cost. 


inforced web belt. 





#003 Installer’s Tool Pouch 





#009 2’’ Belt 
Material - 8-10 oz. tanned cowhide. Excellent quality soft leather. 
Very comfortable to wear and long lasting. Belt loop instead of slots. All sides 
sewn and rivetted. Material -5-5% oz. 
tanned cowhide. 8-I0 oz. extra strain 
points. 
RICE & UTZEBECK P.O. Box 30 -: Hayward, Calif. 94543 


THE CADILLAC LINE 





#006 Nail Pocket 


#008 Tape Pocket 
Natural supplement to Nail Apron #00I and #OI1. 


Material - 5-5’ oz. tanned cowhide. 
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Nail Pouch #005 Double Pocket Nail Pouch 


Material - High quality split cowhide 


#012 Bolt Pouch. . 


Good supplementary pouch for #00I and 
#OI|. Great for steel workers or anyone 


installing where it is necessary to carry 
bolts , rivets or nails. 
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“PLANETOR” CHIP FLOW 


MACHINE BITS 


JM SERIES BITS 





11/16" 
3/4" 


i3/ l6” 
7/8’? 
1S/ 16” 





All Bits 3’’ or Larger Skip Chip Standard at No Additional Cost 





FOR MACHINE USE 




















BM Series BM BITS BM SHANKS 
\** l- 1/4" 
l- 17 16"? \-57 16” 
= t-3/ 16"° l-7/ 16°” 
BM Shank With Replaceable Pilot : 
AM Series With Replaceable Pilot AM BITS AM SHANKS 
iio" |- 7/8" 2-7-4" 2-5/8"" 
, he O76” [-15716" 232-5716" G-1i/ ie” 
saa 1-5/8" 2° 2-379" 2. 37-4" 
bx} 1416"* 2-17 16" 2-77 16" 2-137 16°" 
AM Shank 1-3/4" 2-1/8” 2=1/2" 2+ 778°* 
l-(3/16" 2-3716" 2-9/ 16" 2-15/ 16" 
FM SHANKS 
5-1/2" 3” 3-9/ 16”’ 41/16" 4-9/16" 


FM Series 





With Replaceable Pilot 


FM Shank 






[2 

is” 
Longer on 
Special 

Order 


3-1/ 16”’ 
3- 1/8’’ 
3- 3/ 16’’ 
3-1/4’’ 
3-5/ |6”’ 
3- 3/8”’ 
3-7/16"" 


3-5/8"’. 
3-117 16"’ 
3- 3/ 4’’ 
3- 13/ 16”’ 
3- 7/8’ 
3- 15/ 16”’ 
4” 


4-1/8”’ 
4-3/16"° 
4-1/4’’ 
4-5/16"’ 
4-3/8"’ 
4=7/ 16" 
4-1/2" 


4-5/8” 
4-11/ 16" 
4-3/4" 
4-13/ 16” 
4-7/8" 
4-15/ 16" 
nF 


BRAD POINT PILOTS 
JM “BM AM FM 
(See Price Sheet) 








3-172" 








LEAD POINT BIT 
Recommended for boring plywood. Cut- 
ting edges approach glue line on an 
angle and cut through it gradually, which 
adds longer life to bit. Can also be used 
for boring stacked material. For prices 
add 20% to cost of Standard Bits. 


FLUSH SPUR BIT 
With these bits you can bore a com- 
pletely flat-bottomed hole by retracting 
the pilot. 
They are recommended for boring stack- 
ed material other than plywood. For 
prices add 10% to cost of Standard Bits. 


STANDARD BITS WILL BE SHIPPED UNLESS SPECIFIED OTHERWISE ON ORDERS 


STANDARD BIT 
Job proved for high speed accurate cut- 
ting of wood, masonite and related ma— 
terials. Finest tool steel with precision 
ground cutting edges, scientifically heat- 
treated. Designed for repeated sharpen- 
ings without changing form of bit. 
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“PLANETOR” CHIP FLOW 
COUNTERBORES 


EMPLOY THE SAME CUTTING ACTION THAT HAS MADE ‘‘PLANETOR”’ CHIP FLOW MACHINE 
BITS OUTSTANDING. FIT ANY HALF-INCH DRILL SHANK 





They can be mounted in any of the four ways illustrated 
for both portable and machine applications 


ALL COUNTERBORES LIMIT CHIP 
CONFIGURATION. 
TWIST DRILLS NOT SUPPLIED. 


LIMIT CHIP BIT 
Controls thickness of the chip. 


Eliminates hogging. Excellent 













for counterboring with portable : With J wos 

power. For counterboring where With a short and 5/16 

pilot hole is predrilled. Ya°* Detl for to | /2’’ 
Pilot Hole. Adapter 







Mounted ona 
Y.’* Twist Drill 







Mounted ona 
Machine Bit 
with 2’’ Shank 



















Driven with an 
RM ‘‘Planetor”’ 
Shank Available 
5", 12” or 18" 
lengths. 


4— Please specifyr—» 





0.0.: ins. O.D. ins. O.D. ins. O.D.. ins, 
1-3/8" 2n'a/perr “ar 3-13/16" 
-7/16" = 2-174" 3-1/16" 3-7/8" ‘“-PLANETOR” RM SHANKS 
1-1/2" 2-5/16" 3-1/8" 3-15/16"" 5-1/2" 
-9/16" 2-3/8  3-3/16" = 4” 12” 
l-5/8".. 2-7/46"" »:. 3-174" 4-1/16" ig”? 
l-1i7ier? 2-172" 3-5/16" 4-1/8" 
1-3/4"? 2-9/16" 3-3/8  4-3/16" 
-13716* 2-5/8" «Se 7716"" | 4-174" Z . 
|- 7/8” 211/16" = 3-1/2” 4-5/16" PLANETOR’’ ADAPTER SLEEVE 
"15/16" 2-3/4" 3-9/16"" = 4- 3/8"" Heat treated tool steel 
2" 2-13/16" 3-5/8" 4-7/16" a" 
2-1/6 2-7/8" —-B=11716" 4-172" Precision ground 
2-1/8" 2-15/16", 3-3/4” 
Design Purpose: Stee 
SPECIAL SIZES TO ORDER 1/4°" to 1/2" 


All Planetor Magic Feed Boring Bits, Planetor 
Chip Flow Machine Bits and Planetor Counter- 
bores are warranted against defects in work- 
manship and material. 


Prce & 


To adapt | Series Bits to Counterbores 
and Set Screw Chucks. 

To adapt Bits and Router Bits to 
larger Collets. 


3/8" t 1/2" 


5/ 16°" to 172°" 
(For use with 
J Series Bits) 
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-— "GRIPS RITE” ANGLE HEAD 


FOR USE WITH |/2 INCH ELECTRIC DRILL MOTOR 





YOUR 


A HEAVY DUTY TOOL DESIGNED FOR AND JOB 


Fits the hand 
for maximum PROVED BY THOUSANDS IN THE PLUMBING, 
“6 HEATING AND ELECTRICAL TRADES. 


comfort and control 



























































































































































































































































































































5-5/8” 


2 to 1 Gearing for better control 
in tight places 


Patented 











GRIPS RITE ANGLE HEAD WITH 1/2’’-20 CHUCK 





For long life and trouble free operation, gears are made 
of special steel and pressure angle. These are designed 


especially for the Grips Rite Angle Head. 


Three 






___ Flats for 
we GUARANTEE CARD 
chucking Against defects in workmanship and material 






accompanies each Angle Head manufactured 
by Price & Rutzebeck, Hayward, Calif. 
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“ABL” ANGLE DRIVE 


FOR USE WITH 1/4” DRILL MOTORS 
COMPACT! TOUGH! VERSATILE! 





A TOOL OF MANY USES - IT CAN BE USED AS A 
PORTABLE TOOL OR A MACHINE COMPONENT. 


The ABL Bearing (Apex Ball Locator) assures high 
capacity, low friction loss and minimum heat. 


Input and Output Shafts interchangeable to 
increase or decrease RPM on |'4 to | unit 


MAXIMUM SPEED: 6000 RPMs 
Unit must be modified for higher speeds. 


RATIO: | to | or 1% to | 


See Price Sheet 
|001-37-FMC (RATIO 1|:1) 
(complete with Chuck & Shafts) 
|001-37-FM (RATIO I:1) 
(with Shafts less Chuck) 
1001-37 (RATIO I:1) 
(less Chuck & Shafts) 
1501-37-FMC (RATIO 1:1) 
(complete with Chuck & Shafts) 
1501-37-FM (RATIO 1 %:1) 
(with Shafts less Chuck) 
1501-37 (RATIO 1:1) wie, ™ si 
(less Chuck & Shafts ) ae See 








REPLACEMENT ]| AD-3 Input Shaft 
PARTS AD-4 Male Threaded Shafts 


(See Price Sheet) Key Type Chuck 





MOUNTING BUTTONS AVAILABLE. 

6a DIA, CENTER /INDENTS EXACTLY n 
2 HOLES. ON CENTER LINE OF SHAFTS. S —_ 
N 1 Q 
TID 
QS 
i 
r 


'4 
(i, 
TS 



















r ~ 
CJ} eg wee 
= nae 
SYMMETRICAL . 





. ‘ | } Eas 
, ree ABOUT THIS LINE 7 
3 -24.NF 710 / g 
x2 DEER 
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ROTABROACH’ 


A UNIQUE DESIGN FOR FAST CUTTING — LARGE 
DIAMETER HOLES — WITH LOW HORSEPOWER 
AND EXTREMELY LOW FEED PRESSURE 











PORTABLE 


In 16 ga. sheet metal a 7/8"dia. hole 
takes just 7 seconds. 1% dia. only 17 
seconds using a 3/8 capacity hand drill 








FABRICATION 


A (35 #) magnetic drill for 1%” dia. holes in %” thick PRODUCTION 
structural steel (16 seconds). This is especially useful in 


3/8’’ capacity air feed drill fixture, used 
the field, where heavy equipment is not available. ae 


to cut 7/8” dia. holes in 140” wall square 
tubing (7 seconds). It features a special 
spindle bearing support, engineered by 
Hougen Mfg. 





1%'dia. holes in 
’""’ thick mild 
steel takes only 8 
seconds with % 
H.P. 





MACHINE SHOP 


A short run production installation is shown using coolant 
supplied thru hollow spindle. Slip ring type coolant adapters 
can be installed on solid spindle machines. The fork, 
attached to the machine table, actuates the positive slug 
ejector collar as the quill is withdrawn from the work. 


ROTABROACH 


The Rotabroach features very low horsepower requirements in combination with light 
feed pressure; greatly reduces the size of equipment required for any given job, as shown 


graphically below. 





HORSEPOWER REQUIREMENT OF 
ROTABROACH VERSUS TWIST DRILL 


1.5” 2.0” 2.0" 
DIA OF CUTTING TOOL 





HORSE POWER 


THRUST IN POUNDS 





THRUST REQUIRED TO FEED 
ROTABROACH VERSUS TWIST DRILL 


DIA. OF CUTTING TOOL 


Rotabroach data obtained in lab. tests using a cutter with tooth pitch of .3820 and .095 wall thickness 
ina %H.P.drill press. Drill info. taken from machinery handbook. Figures shown are for S.A.E. 1020 


mild steel. 


The Feed Rate varies with the dia. of cutter, 
number of teeth, and material being cut. To 
determine the feed for your particular job, 
use a Chipload of .003 per tooth in mild steel 
as a guide. 


Coolant is recommended for best cutter life 
in steel and to prevent chips from fusing to 
cutter in aluminum. 


Cups are available to prevent cutters from 
dropping thru hole being cut. Electrical 
switch boxes are a case where damage may 
occur to wiring at break thru. 


NUMBER RANGE THD. SIZE 
1-1/16 thru 1% 








“ General recommendations are not available 
for plastics as the characteristics and variations 
for the material are so great. 


po ara 









/ 
2 “2 TAO. 
Adapters for air feed drills 
use with arbor RBA-516-C 
or RBA-517-C. 
-50 Other special adapters 
3/8-24 AD-122 available to fit your needs. 


1/2-20 AD-123 
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ROTABROACH ARBORS aie lle 


ye VIDED TO LOOS- 

Be Te. -73 EN CUTTER FROM 
ARBOR 

PILOT PL IC a 

OO} 4 ze 


ed ry 


ry 


2 
SPRING @FLlOe —~“S eek: Aa STOP WASHER R217W—WHERE DAMAGE 
4.33 SET SCOEW S-~//0 MAY OCCUR TO OTHER COMPONENTS 
w |F CUTTER CONTINUES THRU HOLE 


RB-217X commercial arbor 9/32 to 13/16 small series 
RB-217X-5 for thick material - 4.38 long - pilot R217C-5 


SLILOVNG ESECTOR 





/ COLLAR 
Ba 2S SET 
SCREW S-1/0 
: / FP. 26 FHP 
43 } 
1 LPYLOT 
See, os Pe Re eel nd ed ae ee 
A Lu PO A, a a = 
ae oe Oe KAA \pa Ss 
° a © Ae } 8” / SW 3 Bi 
| ‘he 
(see Dia NGE 2t-tif SPACER WASHER W-112 
ee Sn i 9/16 O.D. x .062 FOR 
SPRING SP-/0O9 B ROLL PIN PN-//& —THRUHOLES 


Industrial arbor with positive slug ejector fits all Rotabroach blades with 3/8-24 drive thread. Collar dia. B is 
designed for use in guide bushings. Specials are available on request. Use (dash)-5 when ordering arbors for 
thick materials (RBA-516-A-5). See cutter chart for thickness. 


ARBOR ASM ARBOR EJECTOR LENGTH PILOT 
RBA516-B | A-120-B | EC-113 R-217C R-217C-5 | 
* RBA516-C EC-113 | %-20 thd. R-217C R-2170-5 
: : 375 | 
500 













° 625 
, 


* Use on air feed drills with standard adapter (Page 15) 








S.GEée 
SASF7D 
tS 
ae eo SLICING 


Ss S75 4. GF 
je-24 SET | EJECTOR 
SCREW S-//6 ; COLLAR 
ween 1; ... sou 
heen ee aa 


A | 2 ee 
laws eMygys en SALAM 
Xy— INES LALO? PBA-45/ 5-7 
SPRING i S x -2O 7HO. 
SP-018 “4.50 CIA B ROLL PIN PN-1/7 












Industrial arbor with positive slug ejector fits all 
Rotabroach blades with ‘%-20 drive 
thread. Collar dia. B is designed for use 

in guide bushings. 


‘nomen 
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ROTABROACH CUTTERS 


D RR OfA7H OF CUT D = ‘D’ dimension shown in : 
i the tabulation gives the > 
ae | | max. thickness of material YOUR 
4578 -4B y B which can be cut. Type I! 





cutters are available in 

‘ %"depth cut by adding -5 

\ tt - to the part number 
S J = C La - (R.625-5) 


TYPEI TYPE I 


Rotabroach small series use 3/8-24 drive thd. 
Std. arbors shown on Page 2 





Removal with a 
spanner wrench. 
(Hougen # 471) 
















Taio | ei | 10 | a 

vo | 1 
| ee 

a 


Rotabroach large series use 
%-20 drive thd. 
Standard arbor shown on Page 16. 


| 

ee a) 

Tie [aif 10 | 1.125 | 140 
. 140 


* Check availability before ordering 


All std. Rotabroach cutters are designed for applications 

.- where one thickness is to be cut. Multi-thickness cutters 
are stocked for special jobs, and are designated by an 
(L) in front of the part No. (LR.625). 





Large series blades include a centering shoulder to 
insure concentricity with the drive arbor. 
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YOUR 


PART NO. 
* RB4I 7x 


R.250 
R.28| 

R312 
R.343 
R375 
R.406 
R.42| 

R.437 
R.468 
R.500 
R.53| 

R.562 
R.625 
R.687 
R.750 


R.812 
R.875 
Rg 7 
RI .000 
RI .062 
Ri.125 
RI .187 
RI .250 


RB21 7x 
SP-109 
S-110 
RB217x-5 
R-217C (3) 
R-217C 
R-217C-5 (3) 
R-217C-5 
R21 7W 
W-112 


ROTABROACH’ 


DESCRIPTION 


Commercial Rotabroach Kit with RB2I7x arbor, case and 
7 blades 5/16” thru 3/4” 


SMALL SERIES BLADES TO BE USED WITH ARBORS 
RB217x, RBASI6A, B, C or RBASI7A, B, C 
1/4” blade 

9/32” blade 

5/16” blade 

11/32” blade 

3/8” blade 

13/32” blade 

27/64” blade 

7/\6” blade 

15/32” blade 

1/2” blade 

17/32” blade 

9/16” blade 

5/8” blade 

11/16” blade 

3/4” blade 


LARGE SERIES BLADES TO BE USED WITH 

ARBORS RBASISA, B, C 

13/16” blade 

7/8” blade 

15/16” blade 

|” blade 

1-1/16” blade 

1-1/8” blade 

|-3/16” blade 

1-1/4” blade 

NOTE: No price differential on blades ordered with prefix | 
for multi-thickness or prefix H for thin metals (less than 
.040) 


Commercial arbor assembly 
Ejector spring 

| /4-28 Set Screw 

Commercial arbor assembly 
Pilot (3 per pack) 

Pilot (I) 

Pilot, extra long (3 per pack) 
Pilot, extra long (1) 

Stop Washer 

Spacer Washer 


* Parts not shown in Rotabroach specification sheet 
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ROTABROACH PARTS 


PART NO. 
RBASI6A 


RBA51I6B 
RBA5SI6C 
RBAS5I 7A 


RBA5I7B 
RBA5I7C 
PL-III 
PN-I15 
A-|20-A 
A-|20-B 
A-|20-C 
EC-I13 
EC-I114 
RBASI5A 


RBASI5B 
RBA5I5C 
S-116 
SP-118 
RBASI5-P (3) 
RBASI5-P 
PN-I17 
A-I21-A 
A-121-B 
A-121-C 
EC-I19 
AD-122 
AD-123 
CP-126 
CP+127 
CP-128 
474 

* RB-103 
* RC4I7x 
* EC-124 


* RBAI25-A 
* AD-| 42 


* SP-143 


* B-154 





DESCRIPTION 


Industrial Arbor (positive ejection) .375 drive end for 5/8” 
drill bushing 

Above arbor with .500 drive end 

Above arbor with | /2-20 thread outside 

Industrial Arbor (positive ejection) .375 drive end for 7/8” 
drill bushing 

Above arbor with .500 drive end 

Above arbor with | /2-20 thread outside 

Plunger for RBA5I6A, B, C and RBASI7A, B, C 

Roll pin for RBASI6A, B, C and RBASI7A, B, C 

Arbor body for RBA5!I6A and RBASI 7A 

Arbor body for RBA5I6B and RBASI 7B 

Arbor body for RBA5I6C and RBASI 7C 

Ejector collar for RBA5SI6A, B, C 

Ejector collar for RBASI 7A, B, C 

Industrial Arbor (positive ejector) .500 drive end for 15/16” 
drill bushing 

Above arbor with .625 drive end 

Above arbor with .750 drive end 

5/16-24 Set Screw for RBASI5A, B, C 

Spring for RBASI5A, B, C 

Pilot for RBASI5A, B, C (3 per pack) 

Pilot for RBASI5A, B,C (I) 

Roll pin for RBASI5A, B, C 

Arbor body for RBASI5A 

Arbor body for RBA5I5B 

Arbor body for RBA5I5C 

Ejector collar for RBASI5A, B, C 

Adapter 3/8-24 thread 

Adapter | /2-20 thread 

Cups for |/4” thru 3/4” blades 

Cups for 13/16” thru |” blades 

Cups for |-|/16” thru 1-1/4” blades 

Spanner wrench for removing 13/16” thru |-|/4” blades 

Center punch for rivet head removal (3/8 and 7/16 dia. rivet) 

Case for RB4I 7x kit 

Ejector collar for 5/8 drill bushing (extra long for use in 
RBAI25-A) 

Arbor Assembly--Industrial with Ejector for 5/8 drill bushing 

Adapter special for chuck | /2-20 thread, for use with 
RBAS5I6C Assembly RBA8I 0C 

Ejector Spring (plastic type) for slow slug ejection for 
RB21 7x 

Steel bushing (head type) 3/4 O.D., 5/8 1.D., 3/4” long for 
RBAS5I6A, B and C arbors 


‘ 
YOUR 


* Parts not shown in Rotabroach specification sheet 
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HOLCUTTER® 


PIPE AND CONDUIT KIT EL-!| CONTAINS BLADE 
SIZES FOR. PIPE 1/2"°THRU 2”. CUTS 
EFFICIENTLY IN STEEL UP TO 3/16” THICK 





FAST CUTTING — cuts accurate, clean holes in about the same 
time as drilling a pilot hole for a knock-out punch. 











ECONOMICAL — one piece arbor and blade costs only a few 
pennies more than a knock-out pilot drill. 


EXTREME LONG LIFE — cuts up to 5,000 holes in 20 gauge steel. 
ONE PIECE ARBOR 


AND BLADE 
ASSEMBLY FOR 
GREATER STRENGTH, 
CONVENIENCE 

AND ECONOMY 


SAVES MONEY — at present wages, saves 30¢ to 50¢ per hole over 
the best knock-out punch. 


EFFORTLESS — smooth cutting even in 3/16’ steel without 
grabbing or chattering. 


VERSATILE — enlarges knock-out holes; makes overlap holes; 
using orbital pilot will cause hole cutters to cut |/32’" larger holes. 


UNIQUE — slugs drop free. Shoulder stops cutters from dropping 
through hole. 


SHOULDER 
PREVENTS 
DROP 
THROUGH 





HIGH SPEED 
STEEL BLADE 
WITH SPECIAL 
GRIND AND 


SHAPE EL-!| PIPE AND CONDUIT KIT 


Contains: Al4, Al7, B2I1, B27, 
B30, 838, AD4, EB!, EB2, OPI, 
2 EBPI, AWI, 4 BP2, BPI, BP3. 


Cutter Sizes for Pipe and 
Conduit 2’’ thru 2”’ 


FOUR TYPES OF REPLACEABLE 
PILOTS ... PIERCER, TWIST 
DRILL, PLAIN PILOT 

AND ORBITAL PILOT 





BPI 
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HOLCUTTER’ 


INTEGRAL ARBOR AND 
BLADE DESIGN 
(No Pilots Included) 
3/8” ARBORS 


A8 - 1/2” 
AAQ - 9/16” 
Al0O - 5/8” 
All - 11716” 
Al2 - 3/4” 
Al3 - 13/16” 
Al4 - 7/8” 
ALS = 15/16" 
Al6-1” 
Al7 - 1-1 /16” 
Al8 - 1-1/8” 
AI9 - 1-3/16” 
A20 - 1-1/4” 
7/16” ARBORS 
B21 - 1-5/16” 
B22 - 1-3/8" 
B23.- 1-7/16" 
B24 - |-1/2” 
B25 - 1-9/16” 
B26 - 1-5/8” 
B27 - I-11 7/16” 
B28 - |-3/4” 
B29 - 1-13/16” 
B30 - | -7/8” 
B32 -"2" 
B33 -2-1/16" 
B34 - 2-1/8” 
B36 - 2-1/4” 
B37 - 2-5/16” 
B38 - 2-3/8" 
B40 - 2-1/2” 
B4l - 2-9/16” 
B42 - 2-5/8” 
B44 - 2-3/4” 
B46 - 2-7/8” 
B48 - 3” 
PILOTS 


For A and B Series 
BPI - Piercer Pilot - 7/16” Arbor 
BP2 - Pilot Drill - 7/16” Arbor 
BP3 - Plain Pilot - 7/16” Arbor 


AD-3 - Adapter 3/8” Shaft, 
1/4” Chuck 

AD-4 - Adapter | /2” Shaft, 
3/8” Chuck 


EB-| - Enlarger Bushing 7/8” 
EB-2 - Enlarger Bushing |-|/16” 
OP-I - Orbital Pilot 

EBP-| - Enlarger Bushing Pilot 
AW-| - Allen Wrench 


Pace & R urzesecn 





Blade sizes |/2’’ to I-5/16”’ have a 3/8”’ arbor 
Blade sizes |-3/8’’ to 3’’ have a |/2’’ arbor 


TRUE-CUT SET -A predetermined number of teeth for each diameter Hol- 
cutter have set, with a unique placement and grind, to assure a precision 
hole and balanced wear on teeth. Chatter is eliminated and the under-cut 
slug is permitted to drop free. 


THE PRICE & RUTZEBECK PIERCER - Pierces thousands of holes in 
sheet metal up to 20 gauge at cutting speeds from 40 to 1000°s of R.P.M. 
It extrudes a reinforced hole to aid in cutting a more accurate hole. Its 
length makes sighting the location point easy. NO shock impact of cutting 
teeth. NO teeth breakage from impact or misalignment. NO chewing of 
pilot hole. NO center punching is necessary. 


PRICE & RUTZEBECK HOLCUTTER TEETH - Cut faster because they 
are precision radius ground high on the outside and angled low to the in- 
side. Maximum strength because of their special double back-off design. 
Cutting edge and clog free gullet ground after heat treat. 


INTEGRAL ARBOR, BLADE DESIGN - Arbor, cup and hi-speed blade is 
a one-piece precision unit. Misalignment and chatter due to loose, sloppy 
fit between blade and arbor is eliminated. 


SHOULDER - Stops cutter from dropping through hole - stops damage to 
teeth and inner parts. 


PILOT CHANGE - The set screw of arbor allows easy change of pilots. 
Use the Price & Rutzebeck piercer on steel up to 20 gauge, twist drills 
on heavier metals, plain pilots on stock with pre-drilled holes. 


CUTS MATERIAL UP TO 3/16” THICK - Cuts perfect holes in a wide 
range of materials: shim stock, rubber, paper, cork, gasket materials, 
fibre, plastic, etc. 


CUTS CLEANER, EASIER, FASTER, LONGER - Any one of the Holcutter 
“exclusive” designs would improve a conventional hole saw. Put them 
together as in the Price & Rutzebeck Holcutter and the results are so 
astounding we refuse to call the Price & Rutzebeck Holcutter a hole saw 
(even though it is). 
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a5 “HANDY ANGLE” SAWS 





—_ With six blades, 


tube of lube, and 
an Allen Wrench 


Picture shows 
actual size 





NEEDLE BEARINGS ON INPUT 
SHAFT AND CONNECTING LINK 









“Handy Angle’’ 
: SUPREME 


With |6 blades, tube 
of lube, flat shoe and 
an Allen Wrench 





HARDENED 
AND 
POLISHED 





The “‘HANDY ANGLE’”’ Saw will work equally 
well on One-quarter inch Electric Drills, Air 
Drills or Flexible Shafts. Any speed from 
1800 to 3500 R.P.M. is satisfactory. 

The “HANDY ANGLE?’”’ Saw is designed with 
simple, rugged parts made of the very best 
materials for the job. All wearing parts are 
heat treated for long life. 

The ‘HANDY ANGLE”’ Saw is manufactured 
and guaranteed against defects in workman- 
ship and material. It has been job proved by 
thousands in all fields of industry. 








SPECIAL 
**HANDY ANGLE”’ 
LUBRICANT 
(See Price Sheet) 






**HANDY ANGLE”’’ BLADES 


Nom. Cut Teeth 
L gth. Lgth. per 
inches’ inches inch 
IY 10 
IY 

Yr 

IY 

1% 

1% 

1% 

1% 

2% 

2% 

2% 

2% 

4%, 

4% 

4% 

4M, 






Lubrication and Maintenance Instructions are 
in Box with the Tool. 


‘**HANDY ANGLE’’ FLAT SHOE 


TYPES OF BLADES 


san Pees be 9 5 eet et 


Type B BLADES - Best 
for cutting contours 3”’ 
lengths only. 


1 ae: 
DADADBBAAWWWWWWWw 


OBDLOADODAOAO 
' 


I**Handy Angle’’ Flat Shoes are 
desirable when working with 
finished surfaces or when hold- 


Type F BLADES - Most ing a right angle is important. 
rigid blade 3’’, 4’’ and For hard to cut material such as Stainless Steel, 


6’’ lengths available. PS100 Ask about ‘‘Handy Angle’’ Supreme Blades. 


DAAADAAA DWWW WW WWW 


B 
B 
F 
F 
F 
F 
F 
F 
F 
F 
F 
F 
F 
F 


4 
8- 
24 


eee BE BOO 4 9489S * 
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STA-PUT DRILL PRESS CLAMP 





MADE OF SUPER STRONG evens 
ALUMINUM ALLOY DESIGNED TO WORK ON 
ROUND COLUMN DRILL PRESS 







AVAILABLE IN 
234’? AND 32’? COLUMN DIA. 





SAVES MOVES 


Spoiled Work 
Hunting for Clamps 
e Broken Drills 
Accidents 


WILL HOLD ANY SHAPE OF WORK PIECE 
YET IS NEVER IN YOUR WAY 


HOLDS ANY SHAPE 


KEEPS SHEETS 
FROM SPINNING 


NEVER IN THE WAY 





Stock Column 


MAKE SAFETY HANDY WITH STA-PUT hee rns 
B66 34” 


(See Price Sheet) 
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POW-R PAC 


DOUBLES THE POWER OF AC-DC MOTORS... MANY OTHER USES 
A PRODUCT OF SPACE AGE TECHNOLOGY 





YOUR 


800 
600 
lo —100 
a 8 80 A00 :-F- be -S2r wares aah 
ul _ ff - Cc RENT §1 
6 60 ie “=: Tp vteo AMPERES 3" 50. RMS” 
ee ete ey ee ee 1 TS-32! WATT 
.O : 
49-401. 200 _ Sunenes sy 26 
<= 2—20- . VOL 321 WA 
6 


SHADED AREA BELOW ZERO LINE 
REPRESENTS POWER Fx TRACTED 
FROM THE MOTOR Br TrtE AC 

L FOR 27% OF CYCLE 





? | VOLTAGE 
f CURRENT 
‘ 
‘ 
e — ONE CYCLE 


‘ 





SILICON RECTIFIER FILTERING SYSTEM CONVERTS I!10V AC INTO 140V DC 


PROVIDES TAILOR-MADE POWER FOR POWER TOOLS 
Tools work easier, run cooler, last longer, do bigger jobs 


POW-R-PAC is a tremendous help where long extension cords must be used! 


SPECIAL FEATURES 
@ Oil cooled rectifiers POW-R-PAC MODELS 
(See Price Sheet) 
Power Tool Rating: 
HOW TO GET THE BEST USE 110-15 I1OV ISA 
FROM POW-R-PAC 110-30 |10V 30A 
1. Use only with AC DC motors 110-50 110V 50A 


2. Always plug Pow-R-Pac at 220-15 220V I5A 
the power source 220-30 220V 30A 


220-50 220V 50A 


@ Resetable circuit breaker 


PO 


FOR PORTA ‘MOTOR? “Sep 





UNIVERSAL 3. Always use the ground — 
it’s SAFE 
MY POW-R-PAC IS DESIGNED WITH THE BENEFIT OF YEARS OF EXPERIENCE IN THIS FIELD 
DC POWER SUPPLY CONTROLLED POW-R PAC 
WITH CONTROLLED OUTPUT 
DESIGN USE 0 TO 170V DC WITH 120V AC INPUT 
1. Controlling speed and OUTPUT AMPS: I5A INTERMITTENT 
torque of power tools 10A CONTINUOUS 
or universal motors 
2. Activating DC systems FEATURES: 


such as aircraft ; 
|. Heavy duty sealed oil 


3. Charging Batteries led ” 
4. Any other job which we ara in 
: 2. Smooth filtered output 
requires heavy duty 3. Knob d 
Hc supply . Knobs and gauges 


recessed to save damage 
4. Proven variable transformer 
5. Transformer is fan cooled 
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DEEP THROAT HAND SEAMERS 
Manufactured of 80,000 Tensile Iron 






Model No. A-350 
/ Angled Jaws 


: Model No. S-350 
—s | Straight Jaws 


DIMENSIONS 
No. A-350 (Angled) No. S350 (Straight) 
oer Seifa™: dec coe Si oe = 9-1/4’ 
eo a | Jee me 3-7/ |6’’ 
© wes SS xe 0 alee 1-117 16" 





MODEL 3-T-J 


e Maximum Clamping 
Thickness - 3 -3/8”’ 


e Throat Clearance - 2 -3/4’’ 
e Base to Center - 2-|/2’’ 


e Easily dismounted for 
loading jig 


e Made of 80,000 Tensile 
Ductile Iron 


Prce & R urzesece P.O. Box 30 





COMPTON DEEP THROAT 
HAND SEAMERS AND TONGS 









YOUR 


“‘“VELVET TOUCH’ TONGS 


Vinyl! Coated Jaws Protects Finished Surfaces 


Excellent for glass hackout pliers 






Model No. VA-350 
Angled Jaws 


Straight Jaws 


DIMENSIONS 
No. VA-350 (Angled) No. VS-350 (Straight) 
PAs.” aaiaewee Be as saci ew eset oe 9-1/4"’ 
B egw 3 S377 |G" cwce sn ww s 3-7/ |6”’ 
GS ease TRL IG’ owe’ cs mos 1-117 16"’ 


MODEL 3-T-| 





e Maximum Opening - 6’’ 


e Maximum Clamping Thickness - 2-3/8” 


e Made of 80,000 Tensile Ductile Iron 


Hayward, Calif. 94543 





Model No. VS-350 


25 


“ix, SPECIAL ELECTRODES FOR 
) L.M. 1 and L.M. 2 SPOTWELDERS 





FOR SPECIAL APPLICATIONS 






PART #BEC 100 





PART #BEC 200 
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L.M. PORTABLE SPOTWELDERS 


LM No. I-A (Light Weight) power: NORMAL 5.2 KVA 
From 2-42 Ga. to 2-16 Ga. 


WELDING CAPACITY 


SPOTS 
PER 
MIN. 


SHEETS| RODS. 


2-1/16"" 
2-1 /8°° 

2-3/16"" 
2-5/16"" 





15 
8 
6 
3 


Arms are available up to 
18°’ long which provides 
an opening of |4”’ 





Switch Automatic when proper 
clamping pressure applied 


EXTENSION ARMS 





MAXIMUM 12 KVA 
Lengths 12°’ and 20’’ 


LM 1 ce LE A rs 
5/8°° dia. mn ae 


Lengths |2’’ and |8’’ 


Secondary 5000 Amps 
Weight 18 Ibs. 
20 Amps. - 110 Volts 
10 Amps. = 220 Volts 
7 Amps. = 380 Volts 
Other voltages available 
on special order. 
Built in Switch 
Maximum Opening 5”’ 
Standard Arms 4)2°" 


LM I-A 
25/ 32°" dia. 


ELECTRODES 


A tl 


LM | or LM 2 


SWITCH POINTS 


For LM! and LM 2 
(See Price Sheet) 


FERRET ADAPTER 
For LM 2 only 





UTA-5 Adapter Cable must 
be used to use TC-5 Timer 
with LM | or LM 2 Welder 


LM | or LM2 can be used with or without TC-5 Timer. 


Adapter Cable and special Timer plug must be ordered j 
with Timer for this application. 1 





LM No. 2 (Middle Weight) 


WELDING CAPACITY 
















SPOTS 
PER 
MIN. | SHEETS] RDS. 


293/32" 
2-1/8°’ 

2-3/16"" 
2-5/16"" 
2-9/ 16°" 


2-25 ga 
2-21 ga. 
2-19 ga. 
2-14 ga. 
2-10 ga. 








ELECTRODES ARE 
ADJUSTABLE 


EXTENSION ARMS 


LM 2 
25/32’ dia. 


Pace & R. 


Lengths |8’’ and 26’’ 





UTZEBECK P.O. Box 


LM 2 STAND 





From 2-42 Ga. 
to 2-10 Ga. 


SWITCH 
CONTROL 
Switch automatic 
when proper 
clamping pressure 
applied 





POWER: NORMAL 6 KVA 
MAXIMUM 14 KVA 


Secondary 6000 Amps. 
Weight 36% Ibs. 
40 Amps. -— 110 Volts 


Built in Switch 
Standard Arm |0’’ 


Opening 4’’ 20 Amps. = 220 Volts 
Maximum Arm 26’’ 15 Amps. = 380 Volts 
Opening 8’’ Other voltages available 


on special order. 
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RIGHT 


L.M. 


LM No. 3 (Middle Weight) 
From 2-28 Ga. to 2-14 Ga. 


A 
0 
<p 






aN 
. 
YOUR 


POWER: NORMAL 6.5 KVA 
MAXIMUM 13 KVA 


Secondary 6500 Amps. 

Weight 32 Lbs. 

40 Amps. - |10 Volts 

20 Amps. - 220 Volts 

15 Amps. - 380 Volts 

Other voltages available on 
special order. 

Designed to weld from | side 
making 2 spots. 


FERRET 
ATTACHMENT 


6’ Cord 


CAN BE USED 
WITH LM 2 OR 3 


LM No. 4 (Heavy Weight) From 2-25 Ga. to 2-7 Ga. 


POWER: NORMAL 12 KVA 
MAXIMUM 28 KVA 











oll 
} 


— 


ELECTRODES 


LM 4 










LM 4 (water cooled) 
LM 4 X Metal Electrodes 
for Aluminum 


LM 4 EXTENSION ARMS 






Lengths |1’’ (Std), 18°’ and 22’’ 
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TC-5 TIMER 





LM3 MUST BE USED 
WITH TC-5 TIMER 


Replaceable Tips for LM 3 
and Ferret Attachment 


UTZEBECK P.O. Box 


SPOTWELDERS 


LM 4 STAND 
































Secondary |2000 Amps. 

80 Amps. - 110 Volts 

40 Amps. - 220 Volts 

25 Amps. - 380 Volts 

Other voltages available 
on special order. 

Weight 80 Lbs. 

Standard Arms |1”’ 

Maximum Length 22”’ 





WELDING CAPACITY 
SPOTS PER MINUTE 










NED ca eee 
| s/ie* | 30 
B82" | AB. 

Le 


RD__|WATER 
_| 178" [Unlimited | 
50 
30 
15 

_| 9/16" 
3 


GIMBAL 
RING 
(LM 4) 





LM 4 MUST BE USED 
WITH TC-5 TIMER 


RT FUSE (LM 4) 
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L.M. No. 5 SPOTWELDER 


DESIGNED FOR WELDING SMALL DIFFICULT PARTS 



























YOUR 
very wide 
range of 
pressure 
’ all controls 
WELDING CAPACITY 3 heat within easy 
Spot selections reach 
per Sheets over a wide 
Min. range 


7-( 732” 
2-1/8"? 
3-3/16"" 
2-1/4” 
2-5/16" 


unlimited | 2-36 gauge 
2-25 gauge 
2-21 gauge 
2-|8 gauge 
2-16 gauge 





~a : €. 










e Foot operation 


e Water cooled tips — | 
and transformer — 


e Time - | cycle to 100 cycles ee 


See Price Sheet 
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YOUR 


FEATURES: 


we SSS ee 


of Ses 





<4 1f2°* ae 


RX-I| PLASTIC TRIMMER 
Includes 3 Sets of Tips 


RX-| TIP KIT 
Includes 5 Sets Presharpened Tips 
| Ball Bearing Guide 
| Retainer Cup 
~~ | Through Bolt Nut 
| Slinger Washer 


RX PLASTIC TRIMMERS 


A PLASTIC TRIMMER THAT NEVER NEEDS SHARPENING 


THE PRESCRIPTION FOR SERVICE 


NOW ONE tool takes the place of two 
RX Trimmer body uses either Taper or Straight Carbide Tips 


|. Replaceable Cutting Edges 
Throw away Carbide Tips can be replaced 
in minutes with Screwdriver and Pliers 


No Mailing 
No Waiting 
No Undersize 


2. Through Bolt stabilizes Tool and provides 


Breakage Resistance 
Smoother Cuts 
Longer Blade Life 
Longer Bearing Life 





See Price Sheet 















RX-| Tips only per set 
RX-IT Tips only per set 
Through Bolts 

Through Bolt Nut 
Retainer Cup 
Roller Guides 
Slinger Washer 


ae Ca 


wc 


se c/l 


- SS eee ee 





(_. if'2°* ——_—_—__— 


RX-IT TAPER TRIMMER KIT 
Includes 3 Sets of Tips 


RX-1T TAPER TIP KIT 
Includes 4 Sets Presharpened Tips 
| Ball Bearing Guide 
| Retainer Cup 
| Through Bolt Nut 
1 Slinger Washer 
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TRANS-END FACING CUTTER 


with ‘live tip action’ 
o) 
USES REPLACEABLE PRE-SHARPENED CARBIDE TIPS YOUR 


|. BENEFITS - Exclusive live tip action concept in which the tips actually move to absorb 
impact. Allows Trans-End Cutter to operate at higher speeds and cut harder materials with 
longer tip life. 


. SAVES DOWN TIME - Cutting edges can be changed in less than 2 minutes. 





2 

3. SAVES MONEY - 3 sets of cutting edges on each set of tips. Diameter remains constant. 
4. MONEY MAKER - For hi-speed stock removal. Cuts faster than you think possible. 
5 


_ TRANS-END FACING CUTTERS - Are capable of operating at very high speed and feeds, 
thereby increasing the capacity of your equipment. 











‘‘A’’ SERIES ‘“B”’ SERIES “C’’ SERIES 


Cutter Head and 
Straight Shanks 
are integral 







Cutter Head and 
Straight Shanks 
are integral 


Cutter 
Dia. by |Shank Dia. 


Series | |/8th by |/8th 


' 
WwW 


Cutter Head and Shank Separate 
Specify Shank Required 


Cutter Larger Sizes on Special Order 
Dia. by |Shank Dia. 


Series | 1/8th | by 178th Cutter Head Only 
C-28 


3%’ Dia. 





Special Shanks at Extra Cost 


Straight 
a A” gee 
#3 Morse Taper 
#7 Brown and Sharpe 
#4 Morse Taper 
#9 Brown and Sharpe 


' ' ' 1 
WWW Ww WW WW Ww Ww Ww Ww 


000 00 WOO ONS NN ™N 


LPP Pil iy SS SP 


1 ’ 
WwW 


#30 National Taper 
#5 Morse Taper 

#10 Brown and Sharpe 
#R-8 Bridgeport 

#40 National Taper 


Special Shanks available on A & B Cutters on Special Order. #50 National Taper 
Write for Price and Delivery 


ORDUBRODNMAARAUMAARMAAODHAM+A 


5 
6 
8 
> 
6 
8 
2 
6 
8 
5 
6 
8 
> 
6 
8 


>rrrrr,> 
ww Ww WwW WwW 


' 
W 
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TRANS-END CUTTER TIP KITS 


WITH PRESHARPENED REPLACEABLE CARBIDE INSERTS 





YOUR 


Tip Kits for A Series Cutters 


Ferrous Non Ferrous 
A-7 F A-7 P 
A-8 F A-8 P 
A-9 F A-9 P 
A-10 F A-10 P 
A-|| F A-|| P 


aE 


v4 


= 
: 3 
% 
4 
+ 





Tip Kits for B Series Cutters 


Ferrous Non Ferrous 
B-12 F B-12 
B-|4 B-|4 
B-16 B-16 
B-18 B-18 
B-20 B-20 








Tip Kits for C Series Cutters 
Ferrous Non Ferrous 


(See Price Sheet) 
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Prce & } : eae 


P.O. Box 30 - Hayward, Calif. 94543 


Area Code 415 582-3062 
351-1350 


Shipping Address: 22325 Meekland Avenue, Hayward, Calif. 


PRICES SUBJECT TO CHANGE WITHOUT NOTICE 


WARRANTY 


All products are guaranteed against 
defects in material and workmanship 


Tools listed herein manufactured by 


A. HENRY STEWART CO., Hayward, California 
HOUGEN MANUFACTURING, INC., Flint, Michigan 
LOUIS MELZASSARD OF MONACO 

OLIVER DANIELSON, Martinez, California 

PRICE & RUTZEBECK, Hayward, California 
VIKING LEATHER PRODUCTS, Vancouver, Canada 


Prce & P.O. Box 30 - Hayward, Calif. 94543 





Test boring through a tree with a 5’’ “‘Planetor’’ Magic Feed Bit. 
Note smoothness of hole. 












Boring through I2 inch 
timber for 2 inch Pipe with 
2-9/16"’ Magic Feed ‘‘Plan- 
etor’’ Bit on an 18’’ Shank. 
Power — 44% amp. II0V 
motor. Time — Less than 
a minute. 


oa 





te eRe ae 


It is a breeze to cut Corrugated Iron Roofing The ““‘HANDY ANGLE’”’ Saw 
with the “‘HANDY ANGLE’”’ Saw. The guide cuts its own Starting hole 
shoe easily follows the contours. 


ALL TOOLS IN THIS CATALOG SOLD ONLY THROUGH AUTHORIZED TRADE CHANNELS 
Cat. No. MC=1077 - June 1973 
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